CERTIFICATE

Certified Passive House C

omponent

Component-ID 0515sl03 valid until 31st December 2026

GmbH,

Category: Sliding Door

Manufacturer: OPTIWIN
Ebbs,
Austria

Product name: MOTURA

This certificate was awarded based on the following
criteria for the cool, temperate climate zone

Comfort Ug=0.79 <
Usiinstalled <
Hygiene frsiz0.25 >
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0.80 W/(m?2K)
0.85 W/(m?2K)
0.70 W/(m?2K)

0.70

Passive House Institute
Dr. Wolfgang Feist
64283 Darmstadt
Germany

=
cool, temperate climate

O

phA (i
CERTIFIED

COMPONENT

Passive House Institute



www.passivehouse.com
https://database.passivehouse.com/en/components/details/sliding_door/optiwin-gmbh-motura-0515sl03

OPTIWIN GmbH

WildbichlerstraBe 1, 6341 Ebbs, Austria
T +43 5373 46046 0 | X office@optiwin.net | “B http://www.optiwin.net |
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Calculation model Isothermal

Description

Timber frame (0,11 W/(mK), Spruce, fir) with aluminium cladding and insulation (0,04 W/(mK)). Profiles
form glass-fibre reinforced plastic (0,516 W/(mK)) are used. Used Pane: 48 mm (4/18/4/18/4),
intersection of the glass: 15 mm.

Explanation

The window U-values were calculated for the test window size of 2.40m x 2.50m with U, =
0.70 W/(m? K). If a higher quality glazing is used, the window U-values will improve as follows:

Glazing U,=  0.70 0.66 0.60 054  W/(m2K)
4 4 { 4
Window Uy = 0.79 0.75 0.71 0.66  W/(m2K)

Transparent building components are classified into efficiency classes depending on the heat losses
through the opaque part. The frame U-Values, frame widths, thermal bridges at the glazing edge, and
the glazing edge lengths are included in these heat losses. A more detailed report of the calculations
performed in the context of certification is available from the manufacturer.

The Passive House Institute has defined international component criteria for seven climate zones. In
principle, components which have been certified for climate zones with higher requirements may also
be used in climates with less stringent requirements. In a particular climate zone it may make sense
to use a component of a higher thermal quality which has been certified for a climate zone with more
stringent requirements.

Further information relating to certification
can be found on www.passivehouse.com and passipedia.org.
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U-value frame

Us

Yg

VU-glazing edge

Temp. Factor

TRsi=0.25

Frame width

Frame values by

mm
Mullion (m1) =W 100
1 casement
Bottom (FB1) L 43
fixed
Top (FH1) T 87
fixed glazing
Jamb (FJ1) h 90
fixed glazing
Head (OH1) T 87
Jamb (0J1) E— 98
Threshold (oT2) L 126

W/(m?2 K)

0.66

0.54

0.92

0.70

W/(m K)

0.025

0.023

0.022

0.024

0.025

0.023

[-]
0.70

0.70

0.70

0.70

0.70

0.70

0.70

Spacer: PHI phA Spacer

Secondary seal: -

Mullion
1 casement

bs =100 mm

Ur = 1.26 W/(m? K)
Vg = 0.025 W/(mK)
frsi = 0.70

L Bottom
fixed
bs =43 mm
U = 1.14 W/(m? K)
¥y = 0.025 W/(m K)
frsi = 0.70

T Top
fixed glazing
bs =87 mm
Uy = 0.66 W/(m2 K)
Wy = 0.023 W/(mK)
fasi = 0.70
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._ ;ijgzngsl)azing
bs =90 mm
Uy = 0.54 W/(m2 K)
Wy = 0.022 W/(mK)
fasi = 0.70

T' Head

bs = 87 mm
Ur = 0.92 W/(m? K)
Vg = 0.024 W/(m K)

fasi = 0.70
= Jamb
bs =98 mm

Us = 0.70 W/(m?2 K)
W, = 0.025 W/(mK)
fasi = 0.70

L Threshold

bs =126 mm

Ur = 1.11 W/(m? K)
¥y = 0.023 W/(mK)
frsi = 0.70
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Validated installations

Exterior insulation and finishing system Exterior insulation and finishing system
(EIFS) (fixed glazed) (EIFS) (operable)
Uy =0.13 [W/(m2K)] Uy =0.13 [W/(m2K)]
/
VS Vo
s 7S s 7S
//////////////// ////////////////
//// 7 // y //// o // .
s/, S, 7 s/, S, 7
Winstall =-0.003 W/(m K) Winstall = 0-013W/(m K)

Exterior insulation and finishing s (EIFS) Exterior insulation and finishing system

jamb (fixed glazed) (EIFS) jamb (operable)
Uy =0.13 [W/(m2K)] Uy =0.13 [W/(m2K)]

Winstall =-0.003 W/(m K) Winstall =0.016 W/(m K)
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Exterior insulation and finishing s. (EIFS)
bottom (operable)

Exterior insulation and finishing system

(EIFS) bottom (fixed)

Uy =0.13 Uy = 0.14 [W/(m2K)] Uy =0.13 Uy = 0.14 [W/(m2K)]
e e
L = W‘lﬂj L — &P‘lﬂ‘ .
R L7 e IR L7 ‘¢
T 77 s 7 T 77 s
— \//////////////// | i ////////////////
//// ////// // //// ////// //
% s 4 % s 4
Winstall = 0.009 W/(m K) Ginstanl = 0.040 W/(m K)

Disclaimer: The Passive House Institute GmbH (PHI) conducts heat-transfer analyses in accordance with the standards set
out in Criteria and Algorithms for Certified Passive House Components: Transparent Building Components and Opening
Elements in the Building Envelope, based on information provided by the manufacturer. PHI does not verify on-site
implementation. It is the responsibility of the project leader to ensure that installed components match the certified
specifications in terms of geometry, configuration, and materials. Manufacturers must make full product information available
upon request to parties involved in a construction project. These parties may compare the provided information with project
documentation and perform on-site inspections as part of the quality-assurance process.
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